
-S = Short versions available - The above data are maximum - Technical details on request

Just in time solutions

Which Orbital Motor
do you need?

Planetary motors / Planetary roller motors
Complete series of planetary and planetary roller motors 

Displacement from 8 - 800 cc/rev 
Maximum pressure up to 300 bar - Maximum speed up to 2450 rpm

Perfect linearity
Standard connection flange and perfect interchangeability with the other motors brand

Safety seals for high working pressure and viton seals available
Overcenter, shuttle, pressure relief valves, multiple disc brakes for 

modular design, directional control and special valves flangeable to motors

Serie CPMM CPM CPRM CPMS CPMT CPMV

Cilindrate
(cm3)

Min.
Max

8
50

36
500

36
381

80
475

161
802

333
990

Max speed
(rpm)

Cont.
Interm.

1950
2450

1500
1650

1250
1520

800
988

625
780

510
630

Max torque
(daNm)

Cont.
Interm.
Peak

5
9

10

43
56
78

58
69
83

91
96
85

146
152
166

201
228
247

Max pressure drop
(bar)

Cont.
Interm.
Peak

100
140
200

140
175
210

175
200
225

205
225
295

210
250
300

210
250
300

Max oil flow
(l/min.)

Cont.
Interm.

20
25

60
75

60
75

75
90

125
150

200
240

Medium weight (kg) 2,3 6,7 7,4 11,1 22 34
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Flexible couplings
Elastic couplings
Flexible couplings
Steel couplings

Gear couplings
Gear couplings
Gear couplings with tubular spacer
Gear couplings for hoist systems

Motors & Gearboxes
Hydraulic orbital motors
Hydraulic axial piston motors
Planetary reduction gears
Negative brakes

Measuring instruments
Differential pressure gauges:
piston and diaphragm type
Flowmeters
Pressure gauges
Thermometers


